



















































	1. Features
	2. General Description
	3. Functional Block Diagram
	4. Pin Configuration
	4.1 8-Pin SOIC, TSSOP
	4.2 8-Lead UDFN
	4.3 5-Lead SOT23
	4.4 Pin Definition
	4.5 Pin Descriptions

	5. Device Operation
	5.1 2-WIRE Bus
	5.2 The Bus Protocol
	5.3 Start Condition
	5.4 Stop Condition
	5.5 Acknowledge
	5.6 Reset
	5.7 Standby Mode
	5.8 Device Addressing
	5.9 Write Operation
	5.9.1 Byte Write
	5.9.2 Page Write
	5.9.3 Acknowledge (ACK) Polling

	5.10 Read Operation
	5.10.1 Current Address Read
	5.10.2 Random Address Read
	5.10.3 Sequential Read

	5.11 Identification Page
	5.11.1 Write Identification Page
	5.11.2 Lock Identification Page
	5.11.3 Read Identification Page
	5.11.4 Read lock status

	5.12 Delivery State

	6. Application Recommendation
	6.1 Operating Supply Voltage
	6.2 Power-up conditions
	6.3 Power-down

	7. Electrical Characteristics
	7.1 Absolute Maximum Ratings
	7.2 Operating Range
	7.3 Capacitance
	7.4 Reliability
	7.5 Power Up/Down and Voltage Drop
	7.6 DC Electrical Characteristic
	7.7 AC Electrical Characteristic
	7.8 Timing Diagrams

	8. Ordering Information
	9. Top Markings
	9.1 SOIC package
	9.2 TSSOP package
	9.3 UDFN package
	9.4 SOT23 Package

	10. Package Information
	10.1 SOIC
	10.2 TSSOP
	10.3 UDFN
	10.4 SOT23

	11. Revision History

